
Fibre CementBGC

PROFILE

DETAIL

DATE

SCALE

DETAIL NO.
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Nov 2011BGC Duragrid™

Backing Strip at Window Head

Blocking as required to 
support 70x20mm vertical 
timber cavity batten.

Additional layer of building 
wrap or flexible flashing tape 
lapped over head flashing.

PC Aluminium head flashing 
with 15° fall with stop ends.

H3.1 treated timber 
cavity batten

3mm wide x 30mm slot 
cut in  Aluminium BGC 
Backing Strip™ to 
interlap with head 
flashing. Length of slot 
may be increased for 
wider window profiles. 
Ensure junction is sealed 
off with flexible sealant

BGC Duragrid™ with all cut sheet 
edges sealed before fixing.

Durabarrier™ or approved 
breather type building wrap.

Lintel.
Head flashing to 
extend min. 20mm 
past window joinery.

Seal cavity batten and 
head flashing junction with 
Bostik Seal 'N' Flex FC 
adhesive sealant in lieu of 
stop end.

Stud.

BGC Aluminium Backing 
Strip™ overlap head 
flashing by 30mm.

Continuous Vent strip or 
similar.

10mm min. window 
overlap.

Cavity Batten Note:

Refer to cavity batten layout 
for batten sizes, types, 
spacings & fixings.
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