
Cavity

10mm Min.

20mm Min overhang of 
head flashing. 

Line of head flashing over. 

H3.1 timber packer.

Air seal over backing rod.

7.5mm Min.

10mm Min cover to Durasheet™ by 
aluminium window joinery.

Aluminium window joinery.

Flexible BRANZ  
appraised waterproof
sealant on foam 
bond breaker.

Building wrap and flexible flashing tape.
Flexible flashing tape to be continuous 
along sill, 100mm min. up each jamb and 
50mm onto face of building wrap.

BGC Durasheet™ with 
all sheet edges sealed 
before fixing.

Selected finish.

20

20mm vertical timber 
cavity batten. 
H3.1 treated timber.

Timber framing.

Cover

10mm Min.

20mm Min overhang of 
head flashing. 

Line of head flashing over. 
Install 50mm strip of sealant 
both ends of head flashing.

H3.1 timber packer.

Air seal over  
backing rod.

7.5mm Min.

10mm Min cover to Durasheet™ by 
aluminium window joinery.

Aluminium window joinery.

Flexible BRANZ 
appraised waterproof
sealant on foam 
bond breaker.

Building wrap and flexible flashing tape.
Flexible flashing tape to be continuous 
along sill, 100mm min. up each jamb and 
50mm onto face of building wrap.

BGC Durasheet™ with 
all sheet edges sealed 
before fixing.

Selected finish.
20

Direct Fix

Cover

Timber framing.
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