70x30 Battens @100mm centers

N ég Fix to rails with 10g 316 SS pan
=4k head self-drilling screw through rail
‘::"' = thickness. 6060-T5 Alloy
£/ L Aluminium. Refer to Glass Vice -
%* Drawings for Die Profile P16892R
and P16897R
50x30x2 Railing - 6060-T5
Aluminium
Bracket - Refer to VB1000_RPC_110
for bracket detail
50x4mm SHS Aluminium posts @
E 900 centers max. - 6261-T6
s Aluminium
o
o
Bracket - Refer to VB1000_RPC_110
for bracket detail
50x30x2 Railing - 6060-T5
Aluminium
Opening 100mm max. Refer
NZBC F4/AS1/1.2.1B
Client selected aluminium door joinery,
2-3 door stacker with 400mm wide
————— louvre sidelight
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Refer to sheet _VB1209_FFD_110 k

14/14g Hex Tek Screws per
| J-Vice® GV100 SS Clamp into
190x45mm joists @400mm
centres max - 316 SS 2.5mm thick

Triple 190x45 boundary joist with
135mm lagscrew penetration
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 Within 300mm
from top

1200 mm

900 mm

70x30 Battens @100mm centers
Fix to rails with 10g 316 SS pan
head self-drilling screw through rail
thickness. 6060-T5 Alloy
Aluminium. Refer to Glass Vice -
Drawings for Die Profile P16892R
and P16897R

50x30x2 Railing - 6060-T5
Aluminium

Bracket - Refer to VB1000_RPC_110
for bracket detail

50x4mm SHS Aluminium posts @
900 centers max. - 6261-T6

100rpm max

Opening 100mm max. Refer
NZBC F4/AS1/1.2.1B

M10 S/S screw must penetrate
135mm into boundary joists

Aluminium

Bracket - Refer to VB1000_RPC_110
for bracket detail

50x30x2 Railing - 6060-T5
Aluminium
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Refer to sheet _VB1209_FFP_110
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14/14g Hex Tek Screws per
J-Vice® GV100 SS Clamp into
290x45mm joists @ 400mm crs
max- 316 SS 2.5mm thick

Triple 290x45 boundary joist with
135mm lagscrew penetration
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100mm max from FFL

90 mm

Clear Opening
100mm max.
Refer NZBC

F4/AS1/1.2.1B

Double half nut tight
against each other

'30 mmj

50x4mm SHS Aluminium posts @
900 centers max. - 6261-T6
Aluminium

Client selected aluminium door

joinery, 2-3 door stacker with

400mm wide louvre sidelight
Flashing over

M10 S/S 230mm Lag screw, must
penetrate 135mm into boundary
joists min. 50mm for any end and
exc. tapered points

14gx125 Hex Tek Screw into
boundary joists
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| 25mm

12 mm

135mm penetration
(exc. tip)

14/14g Hex Tek Screws per
J-Vice® GV100 SS Clamp into
190x45mm joists @400mm
centres max - 316 SS 2.5mm thick

6mm Hardiflex soffit lining
Cavity closer
Fascia

3mm neoprene washer

1.5mm x 25mm SS washer

Double half nut tight against each

other
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50x4mm SHS Aluminium posts @
900 centers max. - 6261-T6
Aluminium
Generic cladding
M10 S/S screw must penetrate
135mm into boundary joists
Cavity
Clear Openi - -
oo 290x45 boundary joist
Refer NZBC
N F4/AS1/1.218 Timber fillet
I .
L N \ Cap flashing
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135mm min. penetration 5 14g-45mm Tek screws
(exc. tip)
f Nogs between joists
3mm x 25mm Aquaseal rubber J-Vice® JV100 SS Clamp
washer with sealant MS silicone 14/14g Hex Tek Screws per
10mm x 25mm dia Standoff — J-Vice® GV100 SS Clamp into
290x45mm joists @ 400mm crs
threaded onto |
readed onto fagscew max- 316 SS 2.5mm thick
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