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Glass Vice Pergolas and Screens

#GV_PER_000

Pergola

Nov 2021

Index
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#GV_PER_000 Index

#GV_PER_600 Ceiling Support Rails

#GV_PER_602 Ceiling Support Rails - Plate Plan Detail

#GV_PER_603 Ceiling Support Rails - Plate Elevation

#GV_PER_604 Face Fix Double Joist 190mm 1m Residential Barrier 24

#GV_PER_605 Face Fix Concrete 1m Residential Barrier

#GV_PER_606 Ceiling Support Vertcial Rails Rails

#GV_PER_607 Face Fix 190mm Double Joist 1m Residential Barrier

#GV_PER_607b Face Fix 190 Double Joist 1m Residential Barrier Elevation

#GV_PER_608 Top Fix 190 Triple Joist 1m Residential Barrier

#GV_PER_608b Top Fix 190 Triple Joist 1m Residential Barrier Plan

#GV_PER_609 Connections

#GV_PER_610 Top Fix 190 Triple Joist

#GV_SCR_601 Screen  Connection

#GV_SCR_601a Screen  Connection Detail

#GV_SCR_602b Typical Fixing Detail For Louvre Screens

#GV_SCR_603 Screen Gable

#GV_SCR_604 Screen  Connection - Brick Veneer

GV_PER_100 Pergola

GV_PER_110 Pergola Plan

GV_PER_120 Pergola

GV_PER_130 Pergola Section

GV_PER_200 Vertical Rail

GV_PER_210 Vertical Rail Plan

GV_PER_220 Vertical Rail -  Elevations

GV_PER_230 Vertical Rail -  Section

GV_PER_300 Ceiling Rails

GV_PER_310 Ceiling Rails - Plan

GV_PER_320 Ceiling Rails

GV_PER_330 Ceiling Rails - Section

GV_PER_400 Gable Screen

GV_PER_410 Gable Screen

GV_PER_420 Gable Screen - Elevation

GV_PER_430 Gable Screen - Section

GV_SCR_700 Screen Frame

GV_SCR_710 Screens 65x16 Vertical

GV_SCR_720 Screens 70x30 Vertical

GV_SCR_730 Screens 100x50 Vertical

GV_SCR_740 Screens 150x50 Vertical

GV_SCR_810 Screens 65x16 Horizontal

GV_SCR_820 Screens 70x30 Horizontal

GV_SCR_830 Screens 100x50 Horizontal

GV_SCR_840 Screens 150x50 Horizontal

Grand total: 43



1200 max. cantilever

12mm Base plate

8mm End Plate

70x30 or 100x50 or 150x50
6060-T5 Glass Vice
Aluminium Pergola Screen
fix to beam with 2/10g 316
SS pan head self-drilling
screws

Torsional restraint of
structure by others. M* =
1.3kNm

50 x 4 SHS 6061-T6

Double boundary joist min
2/190 x 45 well nailed
together

200xM10 SS
lagscrew with
Hilti HIT RE-500 Epoxy,
minimum 90mm into timber

∀

A

Purpose made cant strip
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Pergola
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#gv_per_600 ceiling support rails_1
1
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#gv_per_600 ceiling support rails_2
2



120 mm
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House framing min
2/190x45 well nailed
together dry or H3.2 treated.
This including its fixing to
house by others

120x120x12mm thick
baseplate 5083 aluminium

4/M10 stainless steel
lagscrews min. 90mm into
supporting timbers. 50mm
from supporting timber
ends. Support timbers SG8
min. Radiata Pine (by
others)

8mm fillet weld all round,
5356 wire
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Timber decking

M10 S/S 140mm lag screw with
Hilti HIT-RE500 Epoxy must
penetrate 90mm (exc. tapered
point) 50mm from any timber
member end

Double boundary joists
J-Vice® JV100 SS Clamp
12/14g Hex Tek Screws per Clamp
into 190x45mm joists - 316 SS
2mm thick

50x4mm SHS Aluminium posts @
1200 crs for high wind zone and
1000mm crs for very high wind
zone

50x30x2  Railing - 6060-T5
Aluminium

50x30x2  Railing - 6060-T5
Aluminium

190x45 boundary joists @ 400mm
centres max.

Bracket - Refer to VB1000_65_RPC_110 
for bracket detail

Bracket - Refer to VB1000_65_RPC_110 
for bracket detail

1
0
0
 m

m
 m

a
x

1200 mm max.50x50x4 SHS  Cantilever Beam @
1200mm max.

70x30 or 150x50 or 100x50
pergola

Battens to rail fixing 1/10g S/S Pan
Head Self Drilling Screw

70x30 or 50x100 or 100x150
6060-T5 aluminium battens/screen

Pergola fixed to cantilever beam
with 2/10g Panhead Self Tapping
Screws

9
0
0
 m

m

Refer to drawings VB1000_
65_RPC_120 and VB1000_
65_RPC_130 for alternate 
base fixings into timber and 
concrete
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Ceiling Support Rails - Plate Elevation
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Timber decking

M10 S/S 140mm lag screw with
Hilti HIT-RE500 Epoxy must
penetrate 90mm (exc. tapered
point) 50mm from any timber
member end

J-Vice® JV100 SS Clamp
12/14g Hex Tek Screws per Clamp
into 190x45mm joists - 316 SS
2mm thick

50x4mm SHS Aluminium posts @
1200 crs for high wind zone and
1000mm crs for very high wind
zone

50x30x2  Railing - 6060-T5
Aluminium

50x30x2  Railing - 6060-T5
Aluminium

190x45 boundary joists @ 400mm
centres max.

Bracket - Refer to VB1000_65_RPC_110 
for bracket detail

Bracket - Refer to VB1000_65_RPC_110 
for bracket detail

1
0
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 m

m
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a
x

Battens to rail fixing 1/10g S/S Pan
Head Self Drilling Screw

70x30 or 50x100 or 100x150
6060-T5 aluminium battens/screen

9
0
0
 m

m

Top or side fix options into timber 
or concrete. Refer to GV_VB1000
_65

Fix battens to rail with 10gx1
316SS pan head self tapping
screws

M10 lag screw into timber
structure, must penetrate 90mm
min. or M10 Threaded rod with Hilti
HIT-RE 500V3 embedment 80mm
min. into concrete
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Pergola
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Face Fix Double Joist 190mm 1m Residential Barrier 24
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50x4SHS Aluminium - 6061 - T6
posts @1000mm crs max. for very
high wind zone. Posts @1200mm
crs max. for high wind zone.

4-M10 S/S threaded rods set in
Hilti HIT-RE500 V3 Epoxy. min
50mm top/bottom edge distance
and min. 150mm end distance.
Embedded 110mm min into clean
hole to Hilti Specification

Concrete 20MPa min. uncracked
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m

190mm min.

1
9
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 m

m

12 mm min.5
0
 m
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.

F.F.L

12mm Baseplte - 5083-H321 H116
Alloy Aluminium 120 long 6mm
fillet weld (leg size, equal) each
side of post with 5356 alloy

110mm min. penetration

1
2
0
 m

m

1
5
 m

m

120 mm

1
5
 m

m

50x4mm SHS Aluminium Post

12mm plate 50830-H321, H116
Alloy aluminium 120mm long 6mm
fillet weld (leg size, equal) each
side of post with 5356 alloy

15 mm
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50x4 SHS Aluminium - 6061-T6
posts @1000mm crs max. for very
high wind zone. Posts @1200mm
crs max. for high wind zone

Concrete 20MPa min. uncracked

60mm min. to any edge
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Dome nut

90 mm

1
2
 m

m

12mm plate - 5083, H321, H116
Alloy Aluminium. 8mm F.W.A.R
5356 Filler Alloy Weld

F.F.L

60mm min. to any edge

1
2
5
m

m
 m
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.

4-M10 S/S threaded rods set in
Hilti HIT-RE500 Epoxy, min.
150mm end distance, min 90mm
embedment

120 mm

1
2
0
 m

m

50x50x4mm SHS Aluminium posts

Ø11mm hole

1
5
 m

m
1
5
 m

m

15 mm 15 mm

12mm Plate - 5083, H321, H116
Alloy Aluminium. 8mm F.W.A.R.
5356 Filler Alloy weld
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Timber decking
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50x4mm SHS Aluminium posts
6061-T6 @1000mm crs max. for
very high wind zone. Posts
@1200mm crs max. for high wind
zone.

12 mm

F.F.L

12mm plate 5083-H321, H116
Alloy aluminium

Supporting structure design by
others. Supporting timber to resist
1.64kNm moment

120mm long 6mm fillet weld (leg
size, equal) each side of post 5356
filler alloy

4/M10 stainless steel lagscrews
min. 90mm into supporting timbers
with Hilti HIT-RE 500 Epoxy.
50mm from supporting timber
ends. Support timbers SG8 min.
Radiata Pine

2
5
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m
 m
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.
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m
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120 mm

50 mm min.

1
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 m

m

End of supporting timbers

4/M10 stainless steel lagscrews
min. 90mm into supporting timbers
with Hilti HIT-RE 500 Epoxy.
50mm from supporting timber
ends. Support timbers SG8 min.
Radiata Pine

12mm plate 5083-H321, H116
Alloy aluminium
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Timber decking

Half nut

8mm F.W.A.R. 5356 Filler Alloy

1
2
 m

m

" " " 22mm min each side

50x4mm SHS Aluminium posts

F.F.L

12mm plate 5083-H321, H116
Alloy aluminium

4-M10 S/S threaded rods set in
Hilti HIT-RE500 Epoxy anchors
90mm embedment min. into
supporting timbers. min. 50mm
from support timber ends. SG8
min. Radiate Pine

9
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 m

m
 m

in
.

Supporting structure design by
others
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120 mm
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4-M10 S/S lagscrews set in Hilti
HIT-RE500 Epoxy anchors 90mm
embedment min. into supporting
timbers. min. 50mm from support
timber ends. SG8 min. Radiate
Pine

15 mm 20 mm 20 mm 15 mm

50x4mm SHS Aluminium posts

8mm fillet weld all round, 5356 wire

Ø11mm hole
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50x3EA Bracket 6060-T5
Aluminium 3/Ø4.8 Aluminium
countersunk rivets to each leg of
each bracket. (2 rivets near rail +1
rivet at back) RIVTEC
SR100-B605

Bottom rail

Top rail

Post

1
8
 m

m
1
0
 m

m

15 mm 15 mm

Ø5 holes to manufacturers
specification

100° countersunk 50x3 each
bracket

50x30x2  Railing - 6060-T5
Aluminium

10 mm 10 mm

Install rivets to manufacturer
instructions

Ø4.8 0
.9

 m
m

  
 2

.1
 m

m
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Timber decking

70 x 30 battens @ 100mm crs
refer to profile attached. 6060-T5
Aluminium. Fix to rails with 1x10g
316SS pan head self-tapping
screw

4-M10 S/S lagscrews set in Hilti
HIT-RE500 90mm min.
embedment into base timber

50x30x2  Top rail - 6060-T5
Aluminium

" " 22mm min each side

Bracket

Bottom rail & Bracket same as top

Design of supporting structure by
others. Triple 45mm wide timbers
min. to support. Support to be
designed to resist min.1.30kNm
moment

50x4mm SHS Aluminium posts
@1000mm crs max. for very high
wind zone. Posts @1200mm crs
max. for high wind zone

Fix to building structure or pergola
beam

Baseplate 5083 - H321, H116
Aluminium 8mm F.W.A.R. 5356
Filler Alloy

1
3
0
 m

m
 m

a
x
.

F.F.L

''
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1000 mm max. 1000 mm max.

2
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 m
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M10 lagscrews SS@ 1000 max.
90mm penetration min. into timber
structure (by others)

Infills
• 65x16x1.3
• 70x30
• 100x50
• 150x50

Aluminium 6060-T5 infills fixed to 
rails with 1-10G 316 SS pan head 
self tapping screw

50x30x2 frame 6060 - T5

50x30x2 frame 6060 - T5
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50x30 P/C aluminium mounting
frame

P/C aluminium spacer sleave

M10 S/S lag screw 90mm min.
penetration into timber structure

75 mm

P/C winged nut on threaded rods
to secure open side of frame

Infills
• 65x16x1.3
• 70x30
• 100x50
• 150x50

Aluminium 6060-T5 infills fixed to 
rails with 1-10G 316 SS pan head 
self tapping screw

S/S hinges, riveted to louvre
frames

50x30x2 welded P/C aluminium
louvre frame

P/C aluminium spacer sleave

M10 S/S lag screw 90mm min.
penetration into timber structure

Infills
• 65x16x1.3
• 70x30
• 100x50
• 150x50

Aluminium 6060-T5 infills fixed to 
rails with 1-10G 316 SS pan head 
self tapping screw

75 mm

Ø25 S/S washer over over ø25mm
x 3mm thick - M10 neoprene
Rubber Washer

Cavity batten at behind fixing
points

50x30x2 welded P/C aluminium
mounting frame

50x30x2 welded P/C aluminium
louvre frame

Half nut to compress neoprene
washer

8
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m
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65x16 aluminium batten or 70x30
aluminium batten

Framing by others

90 mm min.

Silicone sealant between neoprene
3mm thick washer

Ø25 S/S washer over over ø25mm
x 3mm thick - M10 neoprene
Rubber Washer

m10 half nut to compress
neoprene washer 205mm M10 S/S
lag screw

50x30x2 welded P/C aluminium
mounting frame

Cavity

Cladding

50 mm

Cladding

Cavity

50x30x2 welded P/C aluminium
mounting frame

65x16 aluminium batten or 70x30
aluminium batten

Silicone sealant between neoprene
3mm thick washer

Ø25 S/S washer over over ø25mm
x 3mm thick - M10 neoprene
Rubber Washer

Silicone sealant between neoprene
3mm thick washer

50x3EA 50mm long 3/ Ø4.8
stainless steel rivets

Framing by others

Dome nut
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200 mm max.

1000 mm max. fixing spacing

200 mm max.

3
0
 m

m

Infill to rail fixing 10g 316 S/S pan 
head self drilling screw through rail 
thickness

Infills
• 65x16x1.3
• 70x30
• 100x50
• 150x50

Aluminium 6060-T5 infills fixed to 
rails with 1-10G 316 SS pan head 
self tapping screw

4m² arae max.
Designed for max very high wind 
zone

adequacy of structure 
by others

3
0
0
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m
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a
x
.

45x90 framing timber

Ø25 neoprene washer 6mm
compressed

M10 S/S Lag screw 90mm min.
penetration

50x30x2 welded P/C aluminium
mounting frame

Soffit

M10 x 30mm barrel nut
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#GV_SCR_603

Pergola

Nov 2021

Screen Gable
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50x30 P/C aluminium frame

70 mm min.
penetration

50 mm 70 mm This can be between
10mm - 100mm

Cavity

M10 205 S/S lag screw

Brick veneer

Dome nut

70 x 30 Aluminum battens

M10 205 S/S lag screw

Ø25 neoprene washer

1.5mm x 25mm SS washer

Silicone

Dome nut

50x30 P/C aluminium frame

Barrel nut for M10
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1200 max. cantilever

1200 mm max.
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50 x 4 SHS 6061-T6

70x30 or 100x50 or 150x50 6060-
T5 Glass Vice Aluminium Pergola 
Screen

200xM10 SS lagscrew with Hilti 
HIT RE-500 Epoxy, minimum 
90mm into timber

12mm Base plate
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50x30x2  Railing - 6060-T5 
Aluminium

70x30 or 100x50 or 150x50 6060-
T5 Glass Vice Aluminium Pergola 
Screen fix to beam with 2/10g 
316 SS pan head self-drilling 
screws

Scale:
Date:

Quick Code:

All dimensions in millimetres

www.glassvice.com
Phone +64 9 414 6565

info@glassvice.com

© 2021. The copyright of this document is the property of Glass Vice Limited and shall not be reproduced, copied, loaned or disposed 

of directly, or indirectly, nor used for any purpose other than that for which it is specifically furnished without prior consent.

These drawings relate only to the Glass Vice Floating Timber Deck framing and its fixings. All other elements are shown indicative only.

1 : 20Glass Vice Pergolas and Screens

GV_PER_110

Pergola

Nov 2021

Pergola Plan

Draft E

gv_pergola_ktaltd.rvt



1200 max. cantilever
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12mm Base plate

70x30 or 100x50 or 150x50 6060-
T5 Glass Vice Aluminium Pergola 
Screen

200xM10 SS lagscrew with Hilti 
HIT RE-500 Epoxy, minimum 
90mm into timber

Battens to rail fixing 1/10g S/S 
Pan Head Self Drilling Screw

50x4mm SHS Aluminium posts 
@ 1200 crs for high wind zone 
and 1000mm crs for very high 
wind zone

50x30x2  Railing - 6060-T5 
Aluminium
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1200 mm max.
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12mm Base plate

70x30 or 100x50 or 150x50 6060-
T5 Glass Vice Aluminium Pergola 
Screen

200xM10 SS lagscrew with Hilti 
HIT RE-500 Epoxy, minimum 
90mm into timber

Battens to rail fixing 1/10g S/S 
Pan Head Self Drilling Screw

50x4mm SHS Aluminium posts 
@ 1200 crs for high wind zone 
and 1000mm crs for very high 
wind zone

50x30x2  Railing - 6060-T5 
Aluminium
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ax. cantilever

12mm Base plate

70x30 or 100x50 or 150x50 6060-
T5 Glass Vice Aluminium Pergola 
Screen

200xM10 SS lagscrew with Hilti 
HIT RE-500 Epoxy, minimum 
90mm into timber

50x30x2  Railing - 6060-T5 
Aluminium

50 x 4 SHS 6061-T6

50x4mm SHS Aluminium posts 
@ 1200 crs for high wind zone 
and 1000mm crs for very high 
wind zone
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70x30 or 100x50 or 150x50 6060-
T5 Glass Vice Aluminium Pergola 
Screen fix to beam with 2/10g 316 
SS pan head self-drilling screws

50x30x2  Railing - 6060-T5 
Aluminium
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70x30 or 100x50 or 150x50 6060-
T5 Glass Vice Aluminium Pergola 
Screen fix to beam with 2/10g 316 
SS pan head self-drilling screws

50x30x2  Railing - 6060-T5 
Aluminium

50x4mm SHS Aluminium posts @ 
1200 crs for high wind zone and 
1000mm crs for very high wind 
zone

50 x 4 SHS 6061-T6
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Vertical Rail -  Elevations
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3

ENG15
Dimension
1200mm max cantilever



1
0
0
 m

m

3
0
 m

m
9
0
0
 m

m

12mm Base plate

70x30 or 100x50 or 150x50 6060-
T5 Glass Vice Aluminium Pergola 
Screen

200xM10 SS lagscrew with Hilti 
HIT RE-500 Epoxy, minimum 
90mm into timber

Battens to rail fixing 1/10g S/S 
Pan Head Self Drilling Screw

50x4mm SHS Aluminium posts 
@ 1200 crs for high wind zone 
and 1000mm crs for very high 
wind zone

50x30x2  Railing - 6060-T5 
Aluminium

Scale:
Date:

Quick Code:

All dimensions in millimetres

www.glassvice.com
Phone +64 9 414 6565

info@glassvice.com

© 2021. The copyright of this document is the property of Glass Vice Limited and shall not be reproduced, copied, loaned or disposed 

of directly, or indirectly, nor used for any purpose other than that for which it is specifically furnished without prior consent.

These drawings relate only to the Glass Vice Floating Timber Deck framing and its fixings. All other elements are shown indicative only.

1 : 20Glass Vice Pergolas and Screens

GV_PER_230

Pergola
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1200 mm

12mm Base plate

70x30 or 100x50 or 150x50 6060-
T5 Glass Vice Aluminium Pergola 
Screen

200xM10 SS lagscrew with Hilti 
HIT RE-500 Epoxy, minimum 
90mm into timber

50 x 4 SHS 6061-T6
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70x30 or 100x50 or 150x50 6060-
T5 Glass Vice Aluminium Pergola 
Screen
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1200 max. cantilever

1200 mm max.

12mm Base plate

70x30 or 100x50 or 150x50 6060-
T5 Glass Vice Aluminium Pergola 
Screen

200xM10 SS lagscrew with Hilti 
HIT RE-500 Epoxy, minimum 
90mm into timber

50 x 4 SHS 6061-T6
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12mm Base plate

70x30 or 100x50 or 150x50 6060-
T5 Glass Vice Aluminium Pergola 
Screen

200xM10 SS lagscrew with Hilti 
HIT RE-500 Epoxy, minimum 
90mm into timber

1200 mm max.
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50x30x2 welded P/C aluminium 
mounting frame

Infills
• 65x16x1.3
• 70x30
• 100x50
• 150x50

Aluminium 6060-T5 infills fixed to 
rails with 1-10G 316 SS pan head 
self tapping screw

adequacy of structure 
by others

4m² arae max.
Designed for max very high wind 
zone
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50x30x2 welded P/C aluminium 
mounting frame

Infills
• 65x16x1.3
• 70x30
• 100x50
• 150x50

Aluminium 6060-T5 infills fixed to 
rails with 1-10G 316 SS pan head 
self tapping screw

adequacy of structure 
by others

4m² arae max.
Designed for max very high wind 
zone
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50x30x2 welded P/C aluminium 
mounting frame

Infills
• 65x16x1.3
• 70x30
• 100x50
• 150x50

Aluminium 6060-T5 infills fixed to 
rails with 1-10G 316 SS pan head 
self tapping screw

adequacy of structure 
by others

4m² arae max.
Designed for max very high wind 
zone
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50x30x2 frame 6060 - T5
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50x30x2 frame 6060 - T5
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65x16x1.3 Aluminium 6060-T5 
infills fixed vertically to rails 
with 1-10G 316 SS pan head 
self tapping screw

50x30x2 frame 6060 - T5
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50x30x2 frame 6060 - T5

65x16x1.3 Aluminium 6060-
T5 infills fixed vertically to rails 
with 1-10G 316 SS pan head 
self tapping screw

Scale:
Date:

Quick Code:

All dimensions in millimetres

www.glassvice.com
Phone +64 9 414 6565

info@glassvice.com

© 2021. The copyright of this document is the property of Glass Vice Limited and shall not be reproduced, copied, loaned or disposed 

of directly, or indirectly, nor used for any purpose other than that for which it is specifically furnished without prior consent.

These drawings relate only to the Glass Vice Floating Timber Deck framing and its fixings. All other elements are shown indicative only.

As indicatedGlass Vice Pergolas and Screens

GV_SCR_710

Pergola

Nov 2021

Screens 65x16 Vertical
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70x30 Aluminium 6060-T5 infills 
fixed vertically to rails with 
1-10G 316 SS pan head self 
tapping screw
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50x30x2 frame 6060 - T5

70x30 Aluminium 6060-T5 
infills fixed vertically to rails 
with 1-10G 316 SS pan head 
self tapping screw
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50x30x2 frame 6060 - T5

100x50 Aluminium 6060-T5 
infills fixed vertically to rails with 
1-10G 316 SS pan head self 
tapping screw
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50x30x2 frame 6060 - T5

100x50 Aluminium 6060-T5 
infills fixed vertically to rails 
with 1-10G 316 SS pan head 
self tapping screw
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50x30x2 frame 6060 - T5

150x50 Aluminium 6060-T5 
infills fixed vertically to rails with 
1-10G 316 SS pan head self 
tapping screw

2
0
0
0
 m

m
 m

a
x
. 150x50 Aluminium 6060-T5 

infills fixed vertically to rails 
with 1-10G 316 SS pan 
head self tapping screw
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As indicatedGlass Vice Pergolas and Screens
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Screens 150x50 Vertical
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50x30x2 frame 6060 - T5

65x16 Aluminium 6060-T5 infills 
fixed horizontally to rails with 
1-10G 316 SS pan head self 
tapping screw
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50x30x2 frame 6060 - T5

65x16 Aluminium 6060-T5 
infills fixed horizontally to rails 
with 1-10G 316 SS pan head 
self tapping screw
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50x30x2 frame 6060 - T5

70x30 Aluminium 6060-T5 infills 
fixed horizontally to rails with 
1-10G 316 SS pan head self 
tapping screw
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70x30 Aluminium 6060-T5 
infills fixed horizontally to rails 
with 1-10G 316 SS pan head 
self tapping screw

50x30x2 frame 6060 - T5

Scale:
Date:

Quick Code:

All dimensions in millimetres

www.glassvice.com
Phone +64 9 414 6565

info@glassvice.com

© 2021. The copyright of this document is the property of Glass Vice Limited and shall not be reproduced, copied, loaned or disposed 

of directly, or indirectly, nor used for any purpose other than that for which it is specifically furnished without prior consent.

These drawings relate only to the Glass Vice Floating Timber Deck framing and its fixings. All other elements are shown indicative only.

As indicatedGlass Vice Pergolas and Screens

GV_SCR_820

Pergola

Nov 2021

Screens 70x30 Horizontal

Draft E

gv_pergola_ktaltd.rvt

1 : 20

gv_scr_820 screens 70x30 horizontal_1
1

gv_scr_820 screens 70x30 horizontal_2
2

1 : 50

gv_scr_820 screens 70x30 horizontal_3
3

1 : 20

gv_scr_820 screens 70x30 horizontal_4
4

ENG15
Cloud+

ENG15
Cloud+
2-10g

ENG15
Cloud+

ENG15
Cloud+
2-10g



2
0
0
0
 m

m
 m

a
x
.

50x30x2 frame 6060 - T5

100x50 Aluminium 6060-T5 
infills fixed horizontally to rails 
with 1-10G 316 SS pan head 
self tapping screw
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100x50 Aluminium 6060-T5 
infills fixed horizontally to rails 
with 1-10G 316 SS pan head 
self tapping screw

50x30x2 frame 6060 - T5
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50x30x2 frame 6060 - T5

150x50 Aluminium 6060-T5 
infills fixed horizontally to rails 
with 1-10G 316 SS pan head 
self tapping screw
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150x50 Aluminium 6060-T5 
infills fixed horizontally to 
rails with 1-10G 316 SS pan 
head self tapping screw

50x30x2 frame 6060 - T5
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Callout
there is a hinge on one side of this screen so that the screen can be opened to clean the windows. see original sketch next page. i have specified additional fixings on the side with the hinge. we have already shown the hinge details on  GV_SCR_601a
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