© THIS DRAWING IS THE PROPERTY OF pro clima AND MUST NOT BE COPIED WITH OUT PERMISSION

pro clima SOLITEX EXTASANA with taped /\f\\/\>< { f pro clima or
joints using TESCON EXTORA tape ><</ +~i— vapour check
— 5}
140mm insulation <:/>< ]
/,>>< | i=— Plasterboard lining
Cladding on cavity battens — \;\>< ]
— i<—— Adhere pro clima or
140mm x 45mm timber framing \~\>< % vg&o#;gfggl&t%ﬁﬁkl;mx EXTASANA
_— i wi ape
E— P
ﬁ Fold pro clima SOLITEX EXTASANA down over
i flooring and then up the wall
Ld

pro clima SOLITEX EXTASANA weather X
tightness layer laid over /\
SOLITEX EXTASANA floor connection / \ / \

1 over top plate and then over floor

Fold pro clima SOLITEX EXTASANA down

3 perimeter angle
=

I

I

I

)

l<—— Adhere pro clima or

with TESCON VANA tape

—— Plasterboard lining

pro clima or

—

N 140mm L
K id

m ELEVATION, 140mm WALL, MULTI FLOOR JUNCTION
Scale 1:5 @ A4

vapour check to SOLITEX EXTASANA

Scale: Date:
ELEVATION, 140mm WALL, MULTI FLOOR JUNCTION
1:5 01/07/2016
Pro Clima NZ Limited PO Box 925 CBD Wellington 6140 ID No. :
Phone: 04 589 8460 Freephone: 0800 PRO CLIMA (776 254) Email: support@proclima.co.nz 2005
Fax: 04 589 8461 Web: www.proclima.co.nz

pro clima®




