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W1133 Pro Clima Skillion Eave Detail
Solitex UM

90

Install Pro Clima INTELLO PLUS®
vapour check prior to battens.

Pro Clima SOLITEX EXTASANA®, approved
building wrap continuous to underside of the
solid sarking.

Selected cladding on cavity battens.

90mm Insulation.

45mm service cavity vertical or
horizontal battens. (OPTIONAL) 45mm Insulation.

Plasterboard lining. Please refer
plasterboard supplier for fixing details.

Install Pro Clima INTELLO PLUS®
vapour check prior to battens.

Seal around every rafter.

Seal Pro Clima SOLITEX UM® roof underlay to
solid sarking with Pro Clima TESCON
EXTORA®.

Selected pre-finished tray roofing.

Seal solid sarking to Pro Clima SOLITEX
EXTASANA® roof underlay with Pro Clima
TESCON EXTORA®.

Install Pro Clima SOLITEX UM® roof underlay
over solid sarking.

Ceiling insulation.

Seal Pro Clima SOLITEX UM® roof underlay to
pre-finished metal flashing with Pro Clima
TESCON EXTORA®.

Selected pre-finished gutter fixed to
fascia.

Selected pre-finished metal flashing.

This drawing is subject to Regional Climate, should be confirmed by hygrothermal analysis using software e.g. WUFI.


