
Halogen Model

Fits Model Diffuser Colour Order Code

ELLP150 Incl Halogen White  DCT1521

ELLP150 Incl Halogen Silver  DCT1522

ELLP125 Incl Halogen White  DCT1519

ELLP125 Incl Halogen Silver  DCT1520

LED Model

Fits Model Diffuser Colour Order Code

ELLP150 Incl LED & Driver White  DCT3211

ELLP150 Incl LED & Driver Silver  DCT3212

ELLP125 Incl LED & Driver White  DCT3213

ELLP125 Incl LED & Driver Silver  DCT3214

ELLPS150 Incl LED & Driver White  DCT3640

Switching Options

• These high effi ciency inline fans are designed to provide higher levels of 

extraction for larger bathrooms.

• Choose either an energy effi cient LED or halogen lamp.

• White or satin silver fi nish available to complement your bathroom decor.

• Supported by a 5 year warranty.

Duct 

Size
Model Switching Performance

Order Code

Halogen / LED

125mm ELLP125WS - Wht Standard 39 l/s, 140m3/hr  FAN2029 /  FAN5379

125mm ELLP125WT - Wht Timer 39 l/s, 140m3/hr  FAN2031 /  FAN5381

125mm ELLP125SS - Slv Standard 39 l/s, 140m3/hr  FAN2030 /  FAN5380

125mm ELLP125ST - Slv Timer 39 l/s, 140m3/hr  FAN2032 /  FAN5382

150mm ELLP150WS - Wht Standard 109 l/s, 394m3/hr  FAN2033 /  FAN5375

150mm ELLP150WT - Wht Timer* 109 l/s, 394m3/hr  FAN2035 /  FAN5377

150mm ELLP150SS - Slv Standard 109 l/s, 394m3/hr  FAN2034 /  FAN5376

150mm ELLP150ST - Slv Timer* 109 l/s, 394m3/hr  FAN2036 

150mm ELLPS150WS - Wht SQ Standard 109 l/s, 394m3/hr  FAN5899

150mm ELLPS150WT – Wht SQ Timer* 109 l/s, 394m3/hr  FAN5900

* Includes a 7 minute fi xed timer.

ACCESSORIES

Halogen/LED ELLP125SW

Halogen/LED ELLP150SS

GENERAL INFORMATION

Model
Diffuser 

Cut-Out
Interior Exterior Grille Duct Type Length of duct included

ELLP125 140mm
White or Satin Silver 

Extract-a-lite 
White Low Profile Black Unilok

6m supplied 

(you can add up to 6m extra duct)

ELLP150 165mm
White or Satin Silver 

Extract-a-lite
White Low Profile Black Unilok

6m supplied 

(you can add up to 6m extra duct)

Please note: Diffuser cut out size is a nominal diameter for a circular cut-out.

LED-ELLP150 Diffuser White

LED-ELLPS150 Diffuser White

 between 1-20 minutes, whereas the 150mm models include a fi xed 7  

 minute timer. Both require: permanent phase and switched phase.

 NOTE: All fan fl ow rates quoted are free air delivery. 

 Performance will be affected by the length of ducting used. 

1. Standard - Operates from remote switch (not supplied).

2. Timer - Fan operates from a switch and continues to run for a preset  

 time after switching off. The 100 and 125mm models are adjustable  
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MANROSE PRO-SERIES INLINE FAN/LIGHT KITS
ELLP EXTRACT-A-LITE/LED LOW PROFILE MODELS



Model A B C D E F G H

ELLP125 155 125 125 195 258 165 80 110

ELLP150 200 143 170 185 - 200 80 148

TECHNICAL SPECIFICATION & PERFORMANCE DATA

Model ELLP125 ELLP150

Fan CFD225 Hyper

Power 220 - 240V 220 - 240V

Fan Performance 39 l/s, 140m³/hr 109 l/s, 394m³/hr

Fan Wattage 20W 27W

Maximum Pressure 120 Pa 120 Pa

Fan Speed 1400 RPM 2750 RPM

Light 12V 50W Halogen 12V 50W Halogen

12V 3W LED 12V 3W LED

Total Wattage 99W 96W

Sound Level 45 dB(A) 38 dB(A)

Max. Operating Temp 50°C 60°C

IP Rating IPX4 IPX2
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Dimensions - ELLP125 Fan
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Dimension - ELLP150 Fan Dimensions - ELLP Extract-a-lite Diffuser

Performance - ELLP125
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Performance - ELLP150
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